Water Effect: Creates a fine solid stream water effect with angular adjustability.

Performance Characteristics: Smaller orifice nozzles are more subject to wind

and clogging.
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e Water Level Dependent - No

e Wind Resistance - Fair-Good

e Sound Level - Low

¢ Clogging Potential - Moderate

l.~_ © Splash Radius - 1.0

A
Material: Machined brass
B Finish: Natural brass
Spray Height
Model Feet 1 2 3 6 8 10 15 20
Number Meters .30 .61 91 1.22 1.83 2.44 3.05 4.57 6.10
GPM 0.3 0.4 0.5 0.6 0.7
Head Ft. 2 3 4.5 6 9
EPX-125 LPM 1.2 1.5 1.9 2.3 2.7
Bar .060 .090 .135 .179 .269
GPM 1 1.5 2 2.5 3
Head Ft. 3 4.5 6 9 12
EPX-187 LPM 3.8 5.7 7.6 05 114
Bar .090 .135 .179 .268 .359
GPM 2 2.5 3 4.5 5 6
Head Ft. 3 4.5 6 9 12 14
EPX-250 LPM 7.6 9.5 11.4 17.1 19 22.7
Bar .090 .135 .179 .268 .359 .419
GPM 4 6.5 8.25 10 13
Head Ft. 6 9 12 14 20
EPX-375 LPM 151 246 31.2  37.0  49.2
Bar .179 .268 .359 .419 .599
GPM 16 17 19 22 26
EPX Head Ft. 9 12 14 20 27
-500 LPM 60.6 644 72 83.3 984
Bar .268 .359 .419 .599 .807
Highlighted values denote optimum performance.
Dimensions
Model NPT A B C A B
Number Inches Inches Degrees mm mm
EPX-125 " 13/ .125 10 44 3
EPX-187 " 22 .187 15 64 5
EPX-250 " 22 .250 15 64 6
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